
836 

40 CFR Ch. I (7–1–08 Edition) § 80.167 

amount which corresponds to the min-
imum recommended concentration re-
corded in the respective detergent reg-
istration, or less than this amount. 

(2) The test fuel must not contain 
any detergent-active components other 
than those recorded in the subject de-
tergent certification. 

(3) The composition of the test fuel 
used in carburetor deposit control test-
ing, conducted to support the claimed 
effectiveness of detergents used in 
leaded gasoline, should be reasonably 
typical of in-use gasoline in its tend-
ency to form carburetor deposits (or 
more severe than typical in-use fuels) 
as defined by the olefin and sulfur con-
tent. A test fuel conforming to these 
compositional guidelines may be sam-
pled directly from finished gasolines or 
may be blended to specification using 
typical refinery blend stocks. Test data 
using leaded fuels is preferred for this 
purpose, but data collected using un-
leaded fuels may also be acceptable 
provided that some correlation with 
additive performance in leaded fuels is 
available. 

[61 FR 35372, July 5, 1996] 

§ 80.167 Confirmatory testing. 
EPA may test a detergent to confirm 

that the required performance levels 
are met. Based on the findings of this 
confirmatory testing, a detergent cer-
tification may be denied or revoked 
under the provisions of § 80.161(e). 

(a) Confirmatory testing conducted 
to evaluate the validity of detergent 
certifications under the national, 
PADD, or fuel-specific options will gen-
erally entail a single vehicle test using 
the procedures detailed in § 80.165. The 
test fuel(s) used in conducting confirm-
atory certification testing will contain 
the specified fuel parameters at or 
below the minimum levels specified in 
§ 80.164, and will otherwise conform to 
the applicable certification test fuel 
specifications therein. 

(b) Confirmatory certification test-
ing conducted to evaluate the validity 
of CARB-based detergent certifications 
will use the subject detergent in test 
fuel(s) containing the relevant fuel pa-
rameters at levels no greater than the 
maximum levels for which the CARB 
certification was granted. The test pro-
cedures will be conducted pursuant to 

the procedures specified under section 
2257 of Title 13, California Code of Reg-
ulations. 

(c) Confirmatory testing conducted 
to evaluate the validity of registration 
and certification information specific 
to detergent use in leaded gasoline will 
use the subject detergent in a test fuel 
containing the test fuel parameters at 
levels no greater than those prescribed 
in § 80.164. EPA will make all reason-
able efforts to use the same test proce-
dure for confirmatory testing purposes 
as was used by the certifier in con-
ducting deposit control performance 
testing. 

(d) When EPA decides to conduct 
confirmatory testing on a fuel or addi-
tive which is not readily available in 
the open market, EPA may request 
that the detergent certifier and/or 
manufacturer of such fuel or additive 
furnish a sample in the needed quan-
tity. If testing is conducted to evaluate 
the validity of a detergent certification 
under the fuel-specific option, the de-
tergent blender must supply EPA with 
test fuel, or with blend stocks with 
which to formulate such test fuel, in 
sufficient quantity to conduct the spec-
ified deposit control performance test-
ing. The fuel or additive manufacturer 
shall comply with a sample request 
made pursuant to this paragraph with-
in 30 days of receipt of the request. 

[61 FR 35372, July 5, 1996] 

§ 80.168 Detergent certification pro-
gram controls and prohibitions. 

(a)(1) No person shall sell, offer for 
sale, dispense, supply, offer for supply, 
transport, or cause the transportation 
of gasoline to the ultimate consumer 
for use in motor vehicles or in any off- 
road engines (except as provided in 
§ 80.173), or to a gasoline retailer or 
wholesale purchaser-consumer, and no 
person shall detergent-additize gaso-
line, unless such gasoline is additized 
in conformity with the requirements of 
§ 80.161. No person shall cause the pres-
ence of any gasoline in the gasoline 
distribution system unless such gaso-
line is additized in conformity with the 
requirements of § 80.161. 

(2) Gasoline has been additized in 
conformity with the requirements of 
§ 80.161 when the detergent component 
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